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MAIN ROAD

SITE BOUNDARY

NOTE: ALL BUILDING WORK TO COMPLY WITH THE NATIONAL BUILDING

REGULATIONS (NBR) SABS 0400-1990 / SANS 10400 & 10400-XA:2001

(SANS 204:2001)
1. STRUCTURAL DESIGN - ALL WORKS TO COMPLY WITH PART B OF THE NBR

AND ANY STRUCTURAL DESIGNS TO BE DONE BY A REGISTERED PROFESSIONAL
SIRUCTURAL ENGINEER. INSPECTIONS OF SUCH WORKS WILL COMPLY WITH
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PART BB 4.2 OF THE NBR.

. DIMENSIONS TO COMPLY WITH PART C OF THE NBR AND READ FIGURED

DIMENSIONS IN PREFERENCE TO SCALING

. FOUNDATIONS TO COMPLY WITH PART H OF THE NBR UNLESS A RATIONAL

DESIGN HAS BEEN DONE AND REFERRED TO BY A REGISTERED PROFESSIONAL
STRUCTURAL ENGINEER

. FLOORS - AS PER PART J OF THE NBR. SURFACE BED TO BE MIN OF 75mm THICK ON

HARDCORE FILL COMPACTED IN LAYERS OF 150mm. ALL FFL TO BE MINIMUM OF
170mm ABOVE THE NGL

. WALLS - TO COMPLY WITH PART K OF THE NBR

DAMP PROOF COURSE - BEHIND WEATHERBOARDS, UNDER RIGDE TILES, CILLS AND
WALLS AT FLOOR LEVEL. VERTICAL D.P.C's TO CHANGES OF FLOOR LEVELS.

NO HORIZONTAL DAMP PROOF COARSE SHALL BE INSTALLED LESS THAN 150mm
ABOVE THE LEVEL OF THE ADJACENT FINISHED GROUND LEVEL. - PART KK15 (NBR)
FREE-STANDING WALLS (BOUNDARY WALLS) - TO COMPLY WITH PART KK11 OF THE

NBR
. ROOFS TO COMPLY WITH PART L OF THE NBR. ANCHORING STRAPS MUST BE PROVIDED

FOR ALL TIMBER CONSTRUCTION ROOFS. THE STAPS MUST EXTEND +-600mm INTO
THE WALL AND BE SECURED BY THE BRICKWORK.

AS PER PART LL5 OF THE NBR, WATERPROOFING LAYER TO BE INSTALLED TO ANY ROOF
PITCH LESS THAN 26 DEG OR AS PER TABLE 4 OF PART LL5 UNLESS OTHERWISE
STIPULATED. FLASHINGS TO CHIMNEYS AND CHANGES IN ROOF LEVELS, PARAPETS AND
BOX GUTTERS

. STAIRWAYS TO COMPLY WITH PART M OF THE NBR
. GLAZING - AS PER PART N OF THE NBR

MARKERS TO BE PLACED ON ALL SLIDING DOORS

PART NN3 - ALL GLAZING TO COMPLY WITH SAFETY GLASS REQUIREMENTS

OBSCURE GLASS TO ALL WCS, BATHROOMS AND STAFF ROOM WINDOWS

LIGHT AND VENTILATION - AS PER PART O OF THE NBR

ARTIFICIAL LIGHT - PART 006 OF THE NBR

ARTIFICIAL VENTILATION - PART OO7 OF THE NBR

. DRAINAGE TO COMPLY WITH PART P OF THE NBR
I.E.s AT ALL BENDS AND JUNCTIONS WITH MARKED COVERS WHEN UNDER GROUND.
DRAINPIPES UNDER BUILDING TO BE PROTECTED FROM LOAD. WASTEPIPES TO BE
ACCESSIBLE FOR CLEANING AND REPAIR. WASTEPIPES UNDER FLOOR TO HAVE 75mm
DIAM. SLEEVE PIPES. WASTEFITTINGS TO HAVE RESEAL TRAPS. WASTEFITTINGS ON
ONE-PIPE-SYSTEMS TO HAVE TRAP VENTS. GULLEYS TO BE 2.5 R.W.D.P's. ALL
WASTEPIPES TO BE 40mm DIAMETER. I.E.s UNDER GRANO TO HAVE REMOVABLE
COVERS AT GROUND LEVEL. NO DRAINAGE AND WASTEPIPES TO HAVE BENDS OR
JUNCTIONS IN OR BELOW ANY FLOOR. VENT VALVES TO EACH WASTE FITTINGS ON
ONE PIPE SYSTEM.
PART PP21 - PROVIDE RE's EVERY 25m ALONG LENGTH OF 100mm DIAM DRAIN
PIPE AND PROVIDE RE 1,5m FROM MAN HOLE / MUNICIPAL CONNECTION.
MIN FALL OF DRAINPIPES TO BE 1:40 UNLESS OTHERWISE STIPULATED

STORMWATER DISPOSAL - AS PER PART R OF THE NBR

GUTTERS TO BE PROVIDED ON ALL ROOFS UNLESS A 1m WIDE PAVING APRON

IS PROVIDED AROUND THE PERIMETER OF THE BUILDING. ALL SLOPES AND STORM

WATER DRAINAGE TO ENGINEERS DETAIL AND SPECIFICATIONS

. ALLOW FOR TWO EXTERNAL GARDEN TAPS (MIN) UNLESS OTHERWISE STIPULATED

. FACILITIES FOR DISABLED PERSONS TO COMPLY WITH PART S OF THE NBR

. FIRE PROTECTION - AS PER PART T OF THE NBR OR TO COMPLY TO RATIONAL FIRE
DESIGN DONE BY THE RESPONSIBLE FIRE ENGINEER

. SPACE HEATING - CHIMNEYS/ FLUES TO COMPLY WITH PART V OF THE NBR

. FIRE INSTALLATION TO COMPLY WITH PART W OF THE NBR OR TO COMPLY TO
RATIONAL FIRE DESIGN DONE BY THE RESPONSIBLE FIRE ENGINEER

. SANS 204:2011 - PART X AND XA (SANS 10400XA)

REFER TO ATTACHED EIM DOCUMENT FOR ALL CALCULATIONS AND SPECIFICATIONS

ANY DEIVIATION FROM THE DESIGN IN ACCORDANCE WITH SANS 204:2011 WILL BE
FOR THE OWNER AND/ OR CONTRACTOR'S RESPONSIBLITY

ALL AREAS TO BE CHECKED PRIOR TO BUILDING AND ANY ERRORS MUST BE BROUGHT

TO LT ARCHITECTS ATTENTION

ANY DEFECTS / ERRORS CAUSED BY DEVIATIONS FROM THE ISSUED PLANS ARE

THE RESPONSIBLITY OF THE CONTRACTOR AND / OR OWNERS AND CAN NOT HOLD
LT ARCHITECTS LIABLE
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